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This MANU-SPEC utilizes the Construction Specifications Institute (CSI) Project Resource Manual (PRM), including MasterFormatTM, SectionFormatTM and PageFormatTM. A MANU-SPEC is a manufacturer-specific proprietary product specification using the proprietary method of specifying applicable to project specifications and master guide specifications. Optional text is indicated by brackets []; delete optional text in final copy of specification. Specifier Notes typically precede specification text; delete notes in final copy of specification. Trade/brand names with appropriate symbols typically are used in Specifier Notes; symbols are not used in specification text. Metric conversion, where used, is soft metric conversion.

This MANU-SPEC specifies a fire resistant, water resistant, high-impact and mold resistant sheathing panel. This product is manufactured by DragonBoard US. Revise MANU-SPEC section number and title below to suit project requirements, specification practices and section content. Refer to CSI MasterFormat for other section numbers and titles.

SECTION 061653 - MOISTURE-RESISTANT SHEATHING BOARD
PART 1 -  GENERAL

1.1 SUMMARY

A. Related Sections:

1. Metal Framing: Division 05 structural metal stud framing sections.

2. Wood Framing: Division 06, rough carpentry sections.

1.2 REFERENCES

A. ASTM International (ASTM):

1. ASTM C1280 Standard Specification for Application of Gypsum Sheathing.

2. ASTM D6109 Standard Test Methods for Flexural Properties of Unreinforced and Reinforced Plastic Lumber and Related Products.

3. ASTM E84 Standard Test Method for Surface Burning Characteristics of Building Materials.

4. ASTM E119 Standard Test Methods for Fire Tests of Building Construction and Materials.

5. ASTM G21 Standard Practice for Determining Resistance of Synthetic Polymeric Materials to Fungi.

1.3 SYSTEM DESCRIPTION

A. Performance Requirements:

1. Fire Performance:

a. Fire-Rated Assemblies: Provide panels suitable for use in fire-rated assemblies in accordance with ASTM E119.

b. Surface burning characteristics when tested in accordance with ASTM E84:

1) Flamespread: 25, maximum.

2) Smoke Developed: 450, maximum.

1.4 SUBMITTALS

A. General: Submit listed submittals in accordance with Conditions of the Contract and Section [01 33 00 - Submittal Procedures] [___________].

B. Product Data: Submit product data, including manufacturer's SPEC-DATA sheet, for specified products.

C. Quality Control Submittals:

1. Manufacturer's Instructions: Manufacturer's installation instructions.

D. Closeout Submittals:

1. Warranty: Manufacturer's standard warranty document executed by authorized company official. Manufacturer's warranty is in addition to, and not a limitation of, other rights Owner may have under Contract Documents.

1.5 QUALITY ASSURANCE

A. Regulatory Requirements: In accordance with Section [01 41 00 - Regulatory Requirements] [______].

1.6 DELIVERY, STORAGE & HANDLING

A. General: Comply with Section [01 61 00 - Common Product Requirements] [______].

B. Delivery: Deliver materials in manufacturer's original, unopened, undamaged containers with identification labels intact.

C. Storage and Protection: Store materials protected from exposure to harmful environmental conditions and at temperature and humidity conditions recommended by the manufacturer.

1.7 WARRANTY

A. Project Warranty: Refer to Conditions of the Contract for project warranty provisions.

B. Manufacturer's Warranty: Submit in accordance with Section [01 78 36 - Warranties] [______] for Owner's acceptance, manufacturer's standard warranty document executed by authorized company official. Manufacturer's warranty is in addition to, and not a limitation of, other rights Owner may have under Contract Documents.

1. Warranty Period: [______] years commencing on Date of Substantial Completion.

PART 2 -  PRODUCTS

2.1 MOISTURE-RESISTANT SHEATHING BOARD

A. Manufacturer: DragonBoard US.

1. Contact: 8-01 26th Avenue, Astoria, NY 11102; Telephone: (866) 447-3232; Fax: (570) 796-0033; E-mail: info@dragonboard.com; website: www.dragonboard.com.

B. DragonBoard:

1. Size: [4 feet x 8 feet (1.2 x 2.4 m)] [4 feet x 9 feet (1.2 x 2.7 m)] [4 feet x 10 feet (1.2 x 3.1 m)].

2. Thickness: [1/4 inch (6.4 mm)] [7/16 inch (11.1 mm)] [9/16 inch (14.3 mm)] [3/4 inch (19.1 mm)].

3. Edges: [Square] [Tapered].

4. Physical Characteristics:

a. Flexural Modulus: Not less than 0.93 x 106 psi when tested in accordance with ASTM D6109.

b. Flexural Strength: Not less than 1295 psi when tested in accordance with ASTM D6109.

c. Shear Strength: Not less than 391 psi when tested in accordance with ASTM D6109.

d. Fungus/Mold: Non-nutrient when tested in accordance with ASTM G21.

2.2 ACCESSORIES

A. Screws.

2.3 PRODUCT SUBSTITUTIONS

A. Substitutions: Substitutions in accordance with Section [01 25 13 - Product Substitution Procedures] [No substitutions permitted] [______].

PART 3 -  EXECUTION

3.1 MANUFACTURER'S INSTRUCTIONS

A. Compliance: Comply with manufacturer's product data, including product technical bulletins, product catalog installation instructions and product carton instructions for installation.

3.2 EXAMINATION

A. Site Verification of Conditions: Verify that substrate conditions, which have been previously installed under other sections, are acceptable for product installation in accordance with manufacturer's instructions.

3.3 INSTALLATION

A. In accordance with ASTM C1280.

3.4 CLEANUP

A. Proceed in accordance with Section [01 74 23 - Final Cleaning] [______].

B. Upon completion and verification of performance of installation, remove surplus materials, excess materials, rubbish, tools and equipment.
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